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Part No. 116833 English
Playing Time: Approx. 35 min.

MESABI.com

ALLIED VAUGHN TEMPLATE                              D110 - DVD 5/9, DVD-R UNIVERSAL ART SPECIFICATIONS
FAILURE TO FOLLOW THESE GUIDELINES MAY RESULT IN ADDITIONAL CHARGES AND/OR DELAYS
Contact your Allied Vaughn Representative to determine which method of imprint will be right for your project. If you cannot meet these guidelines, 

contact your Allied Vaughn representative to learn about alternative files formats accepted or Allied Vaughn Design Services

ONE COLOR THERMAL IMPRINT - Duplication: Black Only, 300 DPI Bitmapped file (.bmp) Actual file size cropped to 
bleed box (4.75 inches or 120.65 mm square) Art should be cropped to 112mm OD and knocked out at 42mm ID.

FUll COLOR THERMAL IMPRINT - Duplication: RGB Only, 300 DPI, PC formatted TIFF file (.tif) Actual file size cropped 
to bleed box (4.75 inches or 120.65 mm square) Do not crop or knock out the artwork.

COLOR LASER LABEL/INKJET LABEL - Duplication: Any of the following are acceptable - CMYK Only, High Res (300 
DPI Minimum) J-Peg or Tiff file (.jpg or .tif), Adobe Illustrator (.ai), or any Postscript file from a vector based application 
(.eps from Adobe Illustrator, Corel Draw, Freehand, etc.) Please be sure to embed all linked files and convert all type to 
outline, paths or curves. Actual file size should exceed the bleed box (5 inches or 127 mm square) Do not crop or knock 
out the artwork.

SILK-SCREEN IMPRINT - Replication: Any of the following are acceptable - CMYK and/or Pantone Solid Coated Colors 
- to a maximum of six (6) colors, (white flood-coats count as a color) High Res (600 DPI Minimum) Photoshop or Tiff file 
(.psd or .tif), Adobe Illustrator (.ai), or any Postscript file from a vector based application (.eps from Adobe Illustrator, 
Corel Draw, Freehand, etc.) Please be sure to embed all linked files and convert all type to outline, paths or curves. 
Artwork should meet the bleed box (4.75 inches or 120.65 mm square) - please include a center crosshair “target” and a 
color box if spot colors (Pantone Solid Coated Only) are used. Do not crop or knock out the artwork. Additional Info: 
gradients are not recommended - banding can occur between 60% and 70%. Less than 15% fill may drop out and more 
than 85% fill may print as solid.

OFFSET IMPRINT - Replication: Any of the following are acceptable - CMYK Only, High Res (300 DPI Minimum) J-Peg 
or Tiff file (.jpg or .tif), Adobe Illustrator (.ai), or any Postscript file from a vector based application (.eps from Adobe 
Illustrator, Corel Draw, Freehand, etc.) Please be sure to embed all linked files and convert all type to outline, paths or 
curves. Artwork should meet the bleed box (4.75 inches or 120.65 mm square) - please include a center crosshair 
“target.”  Do not crop or knock out the artwork.


